LJSN | STAINLESS STEEL , CAST STEEL , CAST BRONZE
HYO SHIN | 9—Way Ball Valve JIS 5K , 10K

Manufactured in accordance to JIS B 2003 Flanges as per JIS B 2210 - 5K, 10K

Manufactured In Face to Face to JIS B 2002 Manufactured In Design To JIS B 2002

SERIES HSN SCS 10BA 01 2-Way Ball Valve

Part No. Material Test Pressure MPa[Kgf/cm2]
1 - Body Stainless Steel / Cast Steel / Cast Bronze SIZE Body Seat
2 — Body Cap | Stainless Steel / Cast Steel / Cast Bronze 5K 1.05 [10.5] 0.77 [7.7]
3 - Ball Stainless Steel 10K 2.1 [21.0] 1.54 [15.4]
7 ’ 5K FLANGE 10K FLANGE .
IL D C n-h t IL, D C n-h t
015 15 100 80 60 4-12 9 110 95 70 4-15 12 70
020 20 110 85 65 4-12 10 120 100 75 4-15 14 75
025 25 120 95 75 4-12 10 130 125 90 4-19 14 100
032 32 140 115 90 4-15 12 160 135 100 4-19 16 110
040 40 160 120 95 4-15 12 180 140 105 | 4-19 16 110
050 50 178 130 105 | 4-15 14 178 155 120 | 4-19 16 125
065 65 190 155 130 | 4-15 14 190 175 140 | 4-19 18 155
080 80 203 180 145 | 4-19 14 203 185 150 | 8-19 18 165
100 100 | 229 200 165 | 8-19 16 229 210 175 | 8-19 18 185
HYO SHIN INDUSTRIAL CORP 644-2 DAMAN-RI, JILLYE-MYEON, GIMHAE, GYEONGNAM, KOREA
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